B582

SPLITTER GEARBOX FOR PUMPS WITH EUROPEAN UNIFIED FLANGE / SAE /IS0
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Type Flange position
B502 = Splitter gearbox (aluminium body) I— 886 page 30 -31) - ! - - ) -
D/ G
PT.O0. E/F [ (O
1=Male 1" 3/8 DIN 9611
2 = Female 1" 3/8 DIN 9611 A/B/C/L/M —
(1) G1only on pump 2 - G2 only on pump 1

3 =Female 1" 3/8 DIN 9611 + tightening

5 =Male Z23 DIN 5482

18 =Female 721 - 16/32 DIN 9611

19 = Female 721 - 16/32 DIN 9611 + tightening
Coupling for pump to be required to our sales
department.

Transmission ratio

1=1:1.0 3=1:30
15=1:15 34=1:34
2=1:20 4=1:40
26=1:26 48=1:48




B582

TECHNICAL DATA
. Maximum torque Nm [Ibf-ft] Weight hours Average gearbox life
Transmission
ratio 540 rpm 1000 rpm kg 6000 \\\ \\ \
C1* Cc2* C1* C2* [Ib] 5500 \\\ A\
i 885 166 866 156 T YR
" [655] [344] [639] [336] [35.3] \\ “\\ \\ \\ \
1:15 608 320 589 310 15,5 4500 N \\ N
o [448] [236] [434] (229 | 3420 | 4000 \ \\ A\ \ N
131 460 iz 441 V&7, 146 WA X N
- [339] [178] [325] [171] [32.2] | 3500 \\\ \\ \ N
1:26 342 180 323 170 14,6 3000 W N
i [257] [133] [238] nosl | 22 | WA N DY N
\\ \ AN
1:30 . - — — L \\ \\ \ R S
[228] [120] [30.2] 2000 \ \\ N N ~
1:34 257 135 o o 15,1 1500 \\ N\ R N AN
H [190] [100] [33.3] AR\ N
24 18 148 1000 121110 987 T 65 43 21—
1:40 [165] [87] - — | B8 0 || |
186 o8 1745 0 100 200 300 400 500 600 700 800 900 Nm
1:48 (137] [77] - - (38.5] 0 100 200 300 400 500 600 80O Ibfft
* Maximum torque on pump: Average torque on pinion (Cm)
C1=maximum starting torque; C2=maximum torque for continuous duty.
55[2.16] 0il Input Output (transmission ratio)
(1 Fr: Maximum radial liters [US gallon] rpm 1:1.0(1:15(1:20(1:26(1:3.0({1:3.4|1:4.0/1:4.8
g i loadonPiO ave | 1| 3 | 5 | 7 |9 [0 ] 1|
! ; 1.70[0.45] 540
@ ;' 210N rpm 540 | 810 | 1080 | 1408 | 1620 | 1836 | 2160 | 2592
L 4120t awve | 2 | 4| 6 | 8 | —| — | —|—
u 1000
L rpm 1000 | 1500 | 2000 | 2607 | — — — —
SPARE PARTS

When ordering spare parts, specify
reference number, gearbox model, PTO
type and transmission ratio.



